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DIVISION 9 - FINISHES

GENERAL INFORMATION

· Submit color board indicating color scheme and material selections for all finish materials for owner approval.

· As part of the project close-out, provide a summary of all finish products and materials which require a color, texture or finish selection including but not limited to: paint colors, brick colors and selection, stain colors, stucco colors, roof shingle or tile selection, site furnishings, light poles, etc.  

· Include catalog information, material, composition, color and texture designation, manufacturer and all information required for future ordering of the products.

FLOORING GENERAL

· In general, carpet is only to be specified for office areas. Classrooms and lecture rooms should only be carpeted if there are overriding acoustical concerns.

· Base for carpeted and VCT floors shall be type I rubber.  4” Height

· Provide preformed outside corners.  Inside corners may be preformed or fabricated from base materials mitered and coped.  

· Provide top set cove base with toe for both carpet and tile floors.  

· Provide maintenance stock of all flooring materials.  

· Adhesive shall be water resistant, mildew resistant, non-staining, non-gassing (low VOC) type as recommended by the manufacturer for products and subfloor conditions.

FLOORING - HARD SURFACES

· Building entrances should be tile such as quarry tile or heavy duty porcelain or ceramic tile.  Provide integral recessed walk off mats as specified in Division 10.

· For VCT floors,  use 1/8” thick,  12” X 12” tile.  Specify medium tone colors where possible.  Avoid the use of solid or dark color VCT.

· Strip factory seal and apply 3 coats of finish as specified by UNC Custodial Services. Corridors to use Gemstar ‘Laser” by Ecolab.  Classrooms and offices to use Gemstar “Gemini” by Ecolab.

· Hardwood floors shall be finished with “Showcase” by Hunnington.  Gymnasium floor shall receive 4 coats.

FLOORING – CARPET

· Carpet specification must be approved by owner. For most office and common areas on campus, UNC prefers Collins and Aikman, with power bond RS vinyl cushion (Mark I RS). Carpet by Lee’s or Mowhawk will also be considered.  

· Carpet tiles will be considered for certain applications.

· If other manufacturers are specified, carpeting shall be based on the following requirements:

· Direct glue down application 

· Provide written manufacturer’s 20 year warranty agreeing to supply replacement carpet if face weight loss in any area exceeds 10%, if carpet delaminates or loses seam integrity.

· Static generation to be 3.0 KV or less, 20% RH at 70 deg F.

· High performance moisture resistant backing. Do not specify continuous filament weave backing.
· Pile height:  conform to UFAS for maximum height.  3/16” minimum

· 28 OZ per yard minimum face weight

· Solution dyed nylon

· cut pile or level loop style

· stitches per inch equal to or greater than gage

· must not require use of chair pads

· All carpet must include a factory applied stain resistant component.

· Adhesives, seam sealers and cleaners to be as recommended by the manufacturer.

· Adhesives shall be water resistant, mildew resistant, non-staining, non-gassing (low VOV) type as recommended by the manufacturer.

WALLS AND PARTITIONS

· All gypsum board is to be minimum 5/8” thick.  

· Provide waterproof board in areas subject to moisture such as toilet rooms.  All shower rooms and areas around custodial sinks shall use ‘Hardy Backer’ 500 series or concrete board in lieu of gypsum board as a substrate.  Provide splash guards at all custodial sinks.

· Toilet room finished walls should be ceramic tile full height. Seal grout joints with TEC silicone sealant after grout has cured for a minimum of three weeks. Toilet rooms are cleaned using pressure washing methods.

· Gypsum board partitions shall have a light sprayed texture applied. Residential applications will have a “knockdown” type texture.
· For main corridors and other high traffic areas consider materials other than gypsum board for wall construction.

· For corridors and other high traffic areas using gypsum board, specify high abuse gypsum board such as Fiberbond or equivalent product.

· Use of vinyl wall covering must be approved by owner.  If used, surface must be smooth and resistant to high alkaloid cleaners.

· Provide hardwood chair rail with chamfered edges, minimum 8” high, for all classrooms. Chair rail to be screwed to wall with hardwood plugs covering the screw holes. Coordinate mounting height with existing or proposed furnishings. 

· Consider use of architectural fabric below the chair rail to minimize wall damage.

· Provide corner guards for all external drywall corners in main corridors.

· Verify desired level of finished for exposed concrete walls and ceilings.

CEILINGS

· Do not use concealed grid ceiling systems or fine line grids.

· The preferred ceiling tile for use on campus is2’ X 2’ tile with tegular edge. 24” X 48”  and 24” x 48” with false grid will also be considered. 
· Review ceiling tile patterns proposed for use in lay in tile systems with owner.

· Grid to be laid out to avoid slivers or overlapping grid.
PAINTING

· Exterior finishes shall minimize painting and other routine maintenance.  This would include window and door frames, sheet metal flashing, gutters and down spouts, and other exterior products. Specify pre-finished products wherever possible.

· Provide a light spray texture for all painted walls and partitions.

· Interior painted surfaces shall be washable.  Do not specify flat or eggshell finishes (except ceilings). Provide semi-gloss finish for restrooms, laundry facilities and similar uses.
· Interior gypsum board specifications shall include a prime coat and two finish coats. Coordinate prime coat with the wall texture manufacturers requirements.

· All paint materials shall be specified as first line commercial grade products.

· For projects requiring L.E.E.D. Certification, materials must comply with the Green Seal Standard for paints, GS-11, requirements for VOC and chemical component limits.

· Preparation of surfaces to be painted is CRITICAL. All surfaces must be wiped down, cleaned and prepared in strict accordance with the manufacturer’s instructions.

· Painting shall not proceed until the surface has been deemed acceptable by the Owner’s representative.

· Coordinate with the work of other trades. Painting must be complete before installation of other finish components, trim, hardware, electrical covers, fixtures, etc.

STAIR TREADS AND NOSINGS

· For most applications, specify rubber treads with integral nosing. Provide matching coved base and .080” gauge sheet rubber stringer skirt. Roppe, Flexco or equivalent.
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