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BRICK TO MATCH BUILDING
BRICK, VERIFY WITH OWNER

BRICK ONLY, GROUT VOID
FULL, NO CMU,

RADIUS FIT TO EXISTING SIGN,
WILL BE FIELD TESTED

ROWLOCK CUT TO PROPER
COURSE

m Sign Type Z: Exterior Monument Sign - Inset Photo

\ 271/ Scale: NTS

MA-3 ARRISCRAFT STONE, ALL
" ROWLOCK COURSES \sH ]
]

(2) 23" O.D. PIPE

(4) #5 DOWELS

EACH FACE

(3) #4 CONTINUOUS

#4 @ 16" O.C. HORIZONTAL -

WALL
#4 @ 16" O.C. HORIZONTAL EACH SIDE OF ;9'
WALL, HOOK FULL WIDTH INTO FOOTING 1
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m Sign Type Z: Exterior Monument Sign

\271/ Scale:1/2" =1'- 0"

m Sign Type Z: Exterior Monument Sign - Side View

\271/ Scale:1/2" =1'- 0"

EXTERIOR MONUMENT SIGN

GENERAL NOTES

ALL SITE MEASUREMENTS ARE APPROXIMATE. FABRICATOR TO FIELD
VERIFY TO DETERMINE EXACT DIMENSIONS & CONDITIONS.

@ Internally illuminated aluminum cabinet painted to match as
noted.

@ 3M 3630 Series Vinyl to be applied to second surface of
clear Lexan panels. Colors to match as noted .

@ Exact design intent to match inset photo and campus
standard. Client to provide exact artwork to be used.



